(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 



(19) World Intellectual Property Organization 

International Bureau 

(43) International Publication Date 
27 December 2002 (27.12.2002) 




(51) International Patent Classification 7 : G02B 6/44 
(21) International Application Number: PCT/US01/43260 
(22i International Filing Date: 

1 ' 19 November 2001 (19.1 1.2001) 



miiiHiiiiniiiiiiiiHH 

(10) International Publication Number 

PCT WO 02/103429 A2 

J • 9160 Windsor Avenue, Savage, MN 55378 (US). HEN- 
DERSON, John, W.; 14533 - 7th Avenue N.W., Andover, 
MN 55304 (US). PUETZ, Curtis, Lee; 13570 Gossamer 
Way, Apple Valley, MN 55124 (US). 



English 
English 



(25) Filing Language: 

(26) Publication Language: 

(30) WmS?' 81 20 November2000 (20.11.2000) US 

(71) Applicant: ADC TELECOMMUNICATIONS, INC. 

[US/US]; 13625 Technology Drive, Eden Pratne, MN 
55344-2252 (US). 

(72) Inventors: SOLHEID, James, J.; 10554 - 170th Street 
W, Lakeville, MN 55044 (US). THOMPSON, Patrick, 



(74) Agent: BRUESS, Steven, C; Merchant & Gould P.C., 
P.O. Box 2903, Minneapolis, MN 55402-0903 (US). 

(81) Designated States (national): AE, AG, AL, AM, AT (util- 
ity model), AT, AU, AZ, BA, BB, BG, BR, BY, BZ, CA, 
CH CN CO, CR, CU, CZ (utility model), CZ, Db (util- 
ity model), DE, DK (utility model), DK, DM, DZ, EC, EE 
(utility model), EE, ES, FT (utility model), FI, GB, GD, GE, 
GH, GM, HR, HU, ID, IL, IN, IS, JP, KE, KG, KP, KR, KZ 
LC LK LR, LS, LT, LU, LV, MA, MD, MG, MK, MN, 
MW, MX, MZ, NO, NZ, OM, PH, PL, FT, RO, RU, SD, 
SB SG, SI, SK (utility model), SK, SL, TJ, TM, TR, TT, 
Tz', UA, UG, UZ VN, YU, ZA, ZW. 

[Continued on next page] 



m (54) Title: OPTICAL FIBER DISTRIBUTION FRAME WITH OUTSIDE PLANT ENCLOSURE 



\%UO 

\ 




(57) Abstract: A fiber optic telecommuni- 
cations frame is provided including panels 
having front and rear termination locations, 
the panels positioned on left and right sides 
of the frame. The frame includes vertical 
access for the rear cables. The frame further 
includes left and right vertical cable guides 
for the front patch cables. The frame further 
includes cable storage spools for the patch 
cables. The frame includes a horizontal 
passage linking the left and right panels 
and the cable guides. A portion of the frame 
defines splice tray holders and a central 
passage from the splice tray holders to the 
rear sides of the left and right panels. From 
a front of each panel, access to a rear of 
the panel is provided by the hinged panels. 
Alternatively, the panels can form connector 
modules with front termination locations 
and rear connection locations for connecting 
to the rear cables. The modules can house 
couplers, such as splitters, combiners, and 
wave division multiplexers. The termination 
locations can be located on the same side 
of the frame as the splice tray holders, or on 
an opposite side. An enclosure of the frame 
included hinged or otherwise moveable 
panels to allow access to the terminations or 
the splice trays. 



imimim!!!!!!!. 



(84) Designated States (regional): ARIPO patent (GH. GM, 
KB, LS, MW, MZ, SD, SL, SZ, TZ, UG, ZM, ZW), 
Eurasian patent (AM, AZ, BY, KG, KZ. MD, RU, TJ, TM), 
European patent (AT, BE, CH, CY, DE, DK, ES, FI, FR, 
GB GR, IE, IT, LU, MC, NL, PT, SE, TR), OAPI patent 
(BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW, ML, MR, 
NE,SN,TD,TG). 



Published: 

— wiV/ww* international search report and to be republished 
upon receipt of that report 

For two-Utter codes and other abbreviations, refer to the "Guid- 
ance Notes on Codes and Abbreviations" appearing at the begin- 
ning of each regular issue of the PCT Gazette. 



PCT/US01/43260 

WO 02/103429 



10 



15 



20 



25 



nPTTCAL FIBE P niSTRIBUTION FRAME WITH 
mTTSIDE PLANT ENCLOSURE 

This application is being filed as a PCT International Patent 
Application in the name of ADC Telecommunications, Inc., a U.S. national 
corporation, designating all countries except the US, on 19 November 2001 . 

Back ground of the Invention 

1. Field of the Invention 

This invention pertains to the telecommunications industry. More 
particularly, this invention pertains to a high-density fiber distribution frame for use 
in the telecommunications industry. 

2. Description of the Prior Art 

In the telecommunications industry, use of fiber optic cables for 
carrying transmission signals is rapidly growing. To connect fiber optic equipment, 
fiber distribution frames have been developed. Examples of pnor art fiber 
distribution frames are shown in commonly assigned U.S. Patent Nos. 4,995,688; 
5 497 444- and 5,758,003. In each of the fiber distribution frames of the pnor 
p'atenis, a plurality of adapters are provided which permit attachment of fiber optic 
connectors to both sides of each adapter in order to optically couple two fiber optic 
cables Cables from the adapters are connected to various pieces of fiber optic 
equipment. Using patch cords or cables between the adapters, the pieces of optical 
equipment are then cross-connected through the frame. The frame defines a 
demarcation point between the equipment. 

The use of modular fiber optic connector modules is known for 
performing so-called cross-connect applications. U.S. PatentNos. 5,432,875 and 
5 363 465 and PCT Publication WO00/0561 1 to ADC Telecommunications, Inc. 
concern fiber optic connector modules and chassis designs for receiving the modules 

in cross-connect applications. 

Outside plant enclosures provide support and enclosure structure for 
cross-connecting outside plant cables. Cables enter the enclosure from the ground. 
The cables are then cross-connected through patch cords and connector arrays 
arranged on a frame within the enclosure. 

Notwithstanding advances previously made in the art, there is a 
continuous need for further advances to maintain a high-density of connector 
35 terminals. There are further needs for ready access to the fiber optic connectors and 
couplers, enhanced fiber management, and avoidance of excessive bending and 
stresses on the fiber optic cables. 

1 
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Si. mm »ry of the Invention 

One aspect of the present invention relates to a fiber distribution 
frame comprising a rack extending vertically from abottom to a top, the rack 
defining a left side, a right side, a front, and a rear. The frame includes a left vertical 
cable guide with a side access on the left side of the rack, and a right vertical cable 
guide with a side access on the right side of the rack. At least a portion of the frame 
defines a cable termination area. The termination area includes: (1) a first panel 
defining an array of termination locations on a front portion, the first panel 
positioned on the left side of the rack adjacent to the left vertical cable gu.de, and (2) 
a second panel defining an array of termination locations on a front portion, the 
second panel positioned on the right side of the rack adjacent to the right vertical 
cable guide. A central cable passageway extends between the first and second 
panels. The frame also includes a horizontal passageway for patch cables positioned 
on the front side of the rack extending between the right vertical cable guide, and the 
left vertical cable guide. The first and second panels may receive individual 
adapters, being sized for mounting to cable connectors. Alternatively, the panels 
may be defined by adapters associated with modular units for housing fiber couplers, 
such as splitters, combiners, and wave division multiplexers. Cables from the 
central cable passageway are optically linked through the panels to the termination 

20 locations. , ,. 

In some preferred embodiments the frame also includes a cable splice 

area positioned on the rack with the cable splice area defining a plurality of splice 
tray holders. In this embodiment, the frame further includes a cable passageway 
from the splice tray holders to the central cable passageway. 

The splice tray holders may be on the same side of the rack or on an 
opposite side. Cable storage features may also be provided on the rack, in some 
preferred embodiments. The frame may include an enclosure with pivoting doors to 

protect internal components. 

In one example environment of fiber distribution within a building, 
the frame may be located in a telecommunications equipment room adjacent to other 
frames. The termination area may be conveniently located in an upper area of the 
frame, and the splice area may be conveniently located in a lower area of the frame. 
In an example outside plant environment, the frame with enclosure is located over 
the outside plant cables. The termination area may be conveniently located on one 
35 side of the frame, and the splice area may be located on an opposite side. 

The present invention also relates to a fiber optic termination module 
comprising a housing having first and second spaced-apart ends, and first and second 
spaced-apart sides extending between the ends. The housing includes a rear 
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extending between the first and second ends, and the first and second sides to define 
an interior. The housing defines an open front, with the first and second ends 
extending generally horizontally when the termination module is mounted to a 
telecommunications rack, and the first and second sides extending generally 

5 vertically when the termination module is mounted to the telecommunications rack. 
A main panel closes the open front and includes an array of openings arranged and 
sized for holding adapters, with the adapters being sized for mounting to cable 
connectors. The main panel may be made of sub-panels, including panels associated 
with modular units received in the termination module. The termination module 

10 which receives the modular units preferably includes shelves, slides, guides, or other 
structure for holding each unit. Preferably, the main panel is at a non-perpendicular 
angle relative to a plane defined by the rear. In some embodiments, the termination 
module can be reversed in vertical orientation between left and right sides of the 
rack 

15 A further aspect of the present invention relates to a fiber optic 

module including a housing having two spaced-apart major sides interconnected by 
two spaced-apart minor sides, and a rear notch. On a front of the housing, a plurality 
of front adapters are provided for use in connecting to cable connectors. The rear 
notch of the module includes a side segment presenting a plurality of rear adapters 

20 for connecting to further cable connectors. Cables are disposed within the housing 
for connecting the rear adapters with the front adapters. Preferably, the front is at a 
non-perpendicular angle relative to a plane defined by the minor sides. The module 
preferably includes at least one side flange extending from one of the major sides, 
and two front flanges extending from the front for mounting to a fiber optic 

25 termination module or other rack structure. 

Brief Description of the Drawings 

FIG. 1 is a front, top and right side perspective view of a first 
embodiment of a fiber distribution frame according to the present invention, with 
portions shown in exploded view, and with the front doors removed; 

FIG. 2 is a front view of the frame of FIG. 1, showing the upper front 
doors in the open positions, and the lower front doors in the closed positions; 

FIG. 3 is a right side view of the frame of FIG. 1, showing the upper 
and lower doors in the closed positions; 

FIG. 4 is a front, top and right side perspective view of one of the 

35 termination modules in the frame of FIG. 1; 

FIG. 5 is a top view of the termination module of FIG. 4; 
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FIG. 6 is a front, top and right side perspective view of the 
termination module of FIG. 4, shown with the main panel and the cable access door 

pivoted to open positions; 

FIG. 7 is a top view of the termination module of FIG. 6 with the 

5 main panel and the cable access door in the open positions; 

FIG. 8 is a front, top and left side perspective view of the termination 
module, with portions removed, and with the main panel in the open position, 
showing exemplary cable pathways; 

FIG. 9 is a front, top and right side perspective view of the main 

1 0 housing of the termination module; 

FIG. 10 is a front view of the main housing of FIG. 9; 

FIG. 1 1 is a cross-sectional top view of the frame taken along lines 

11-11 of FIG. 2; 

FIG. 12 is a cross-sectional top view of the frame taken along lines 

15 12-12 of FIG. 2; 

FIG. 13 is a cross-sectional top view of the frame taken along the 

lines 13-13 of FIG. 2; 

FIG. 14 is a front, top and right side perspective view of a second 
embodiment of a fiber distribution frame according to the present invention, with 

20 portions shown in exploded view; 

FIG. 15 is a front view of the frame of FIG. 14; 
FIG. 16 is a right side view of the frame of FIG. 14; 
FIG. 17 is a front, top and right side perspective view of one of the 
termination modules in the frame of FIG. 14; 
25 FIG. 1 8 is a top view of the termination module of FIG. 1 7 ; 

FIG. 19 is a front, top and right side perspective view of the 
termination module of FIG. 17, shown with the main panel pivoted to the open 
position; 

FIG. 20 is a top view of the termination module of FIG. 19 with the 

30 main panel in the open position; 

FIG. 21 is a front, top and left side perspective view of the 
termination module of FIG. 17, with the main panel in the open position, showing 

exemplary cable pathways; 

FIG. 22 is a front, top and right side perspective view of the mam 

3 5 housing of the termination module of FIG . 1 7; 

FIG. 23 is a front view of the main housing of FIG. 22; 
FIG. 24 is a top view of the frame of FIG. 14; 
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FIG. 25 is a front, top and right side perspective view of a third 
embodiment of a fiber distribution frame according to the present invention; 

FIG. 26 is a front, top and right side perspective view of the frame of 
FIG. 25, showing features in exploded view; 
5 FIG. 27 is a front, top and right side perspective view of the frame of 

FIG. 25, showing the splice tray assembly in a reversed orientation to the frame of 

FIG - 25 ' • ^ V «. f 

FIG. 28 is a perspective view of an upper cable nng from the frame ot 

FIGS. 25-27; 

10 FIG. 29 is a top view of the cable ring of FIG. 28; 

FIG. 30 is a front, top and right side perspective view of a fourth 
embodiment of a fiber distribution frame according to the present invention, with 
portions of the frame removed, and with one of the panels in a pivoted open 
position; 

15 FIG. 31 is a front view of the frame of FIG. 30; 

FIG. 32 is a front, top and right side perspective view of an upper 

portion of the frame of FIG. 30; 

FIG. 33 is a front, top and left side perspective view of one of the 

termination modules in the frame of FIG. 30; 
20 FIG. 34 is a front, top and left side perspective view of the 

termination module of FIG. 33, shown with the main panel pivoted to the open 
position; 

FIG. 35 is a front, top and left side perspective view of the 
termination module of FIG. 34, with the main panel in the open position, showing 

25 exemplary cable pathways; 

FIG. 36 is a front, top and right side perspective view of the 
termination module shown in FIG. 35 with the exemplary cable pathways; 

FIG. 37 is a front, top and right side perspective view of a termination 
module like the view of FIG. 35, and showing a protective cable cover mounted to 
30 the main panel; the termination module of FIG. 37 configured and arranged for the 

left side of the frame of FIG. 30; 

FIG. 38 is a front, top and left side perspective view of a fifth 
embodiment of a fiber distribution frame according to the present invention, with the 
termination locations not shown, and with a lower portion of the frame shown with 
35 the cable management structure removed; 

FIG. 39 is a front view of the frame of FIG. 38; 

FIG. 40 is a top view of the frame of FIG. 38; 
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FIG. 41 is a front, top and left side perspective view of one of the 
termination modules from the right side of the frame of FIG. 38 for holding 

connector modules; 

FIG. 42 is a rear, top and left side perspective view of the termination 

5 module of FIG. 41; 

FIG. 43 is a front, top and right side perspective view of the 
termination module of FIG. 41, shown without the connector modules; 

FIG. 44 is a rear, top and right side perspective view of the 

termination module of FIG. 43 ; 

FIG. 45 is a front view of the termination module of FIG. 43 ; 
FIG. 46 is a right side view of the termination module of FIG. 43; 
FIG. 47 is a rear view of the termination module of FIG. 43; 
FIG. 48 is a left side view of the termination module of FIG. 43 ; 
FIG. 49 is a top view of the termination module of FIG. 43 ; 
FIG. 50 is a front, top and right side perspective view of one of the 
connector modules removed from the termination module of FIG. 41; 

FIG. 51 is a rear, top and right side perspective view of the connector 
module of the termination module of FIG. 50; 

FIG. 52 is a front view of the connector module of FIG. 50; 
FIG. 53 is a right side view of the connector module of FIG. 50; 
FIG. 54 is a rear view of the connector module of FIG. 50; 
FIG. 55 is a left side view of the connector module of FIG. 50; 
FIG. 56 is a top view of the connector module of FIG. 50; 
FIGS. 57 and 58 are top views of the connector module of FIG. 50, 
shown with the top cover removed, exposing the internal connectors, cables, 
couplers, and related fiber management structure for one example configuration; 

FIG. 59 is a front, top and left side perspective view of a sixth 
embodiment of a fiber distribution frame according to the present invention, with 

portions removed; 
30 no. 60 is a front view of the frame of FIG. 59; 

FIG. 61 is a top view of the frame of FIG. 59; 
FIG. 62 is a front, top and left side perspective view of a seventh 
embodiment of a fiber distribution frame according to the present invention, with 

portions removed; 
35 FIG. 63 is a front view of the frame of FIG. 62; 

FIG. 64 is a front, top and right side perspective view of the 
termination module from the right side of the frame of FIG. 62; 
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FIG. 65 is a rear, top and left side view of the termination module of 

FIG ' W ' FIG. 66 is a front, top and left side perspective view of an alternative 
termination module to the termination module of FIGS. 64 and 65 ; 

FIG 67 is a front, top and right side perspective view of the 
connector module used in the termination module of FIG. 66, shown without 

adapters or retainers; 

FIG. 68 is a rear, top and left side perspective view of the connector 

module of FIG. 67; 

FIG. 69 is a front view of the connector module of Flu. o /, 

FIG 70 is a top view of the connector module of FIG. 67; 

FIG. 71 is a rear, top and right side view of the connector module of 

PIG. 72 is a rear view of the connector module of FIG. 67; 
FIG 73 is a front, top and right side perspective view of an 
alternative connector module to the connector module of FIG. 67, including two 

rows of openings; 

FIG. 74 is a rear, top and left side perspective view of the connector 

module of FIG. 73; 

FIG. 75 is a front view of the connector module of FIG. 73, 
FIG 76 is a top view of the connector module of FIG. 73; 
FIG 77 is a front, top and right side perspective view of an eighth 
embodiment of a fiber distribution frame according to the present invention, with 
access panels of an enclosure shown in the open positions; 

FIG. 78 is a rear, top, and right side perspective view of the fiber 

distribution frame of FIG. 77; 

FIG. 79 is a perspective view like FIG. 77, showing portions of the 

enclosure removed; 

FIG 80 is a front view of the view of FIG. 79; 
FIG. 81 is a perspective view like FIG. 78, showing portions of the 

enclosure removed; 

FIG. 82 is a rear view of the view of FIG. 81 ; 
FIG. 83 is a top view of the views of FIGS. 79-81; 
FIG 84 is a front, top and right side perspective view of a ninth 
embodiment of a fiber distribution frame similar to the embodiment of FIGS. 77-83 
with modified storage spools; 

FIG. 85 is a front view of the frame of FIG. 84, with portions of the 

enclosure removed. 
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Detailed Description Inferred Embodiments 

Referring to FIGS. 1-3, one preferred embodiment of a bay or frame 
20 is shown for splicing, terminating, and managing fiber optic cables within the 
frame Further features of frame 20 are shown in FIGS. 4-13. An upper porhon 22 
5 of frame 20 defines a termination and storage area. A lower portion 24 of frame 20 
defines a splice area. Cables containing one or more individual optical fibers enter 
frame 20 typically from an overhead cable environment through a top 26 of frame 
20 orfromaraised floor environment atabottom 28 offrame 20. If the cables are 
pre-terminated, the cables extend directly to termination and storage area 22. If the 
10 cables entering frame 20 are not pre-terminated, the cables extend to splice area 24 
for splicing to terminated cables. From splice area 24, the cables then extend to 
termination and storage area 22. In termination and storage area 22, a plurality of 
accessible termination locations are provided for the terminated cables and for 
connecting other cables to the terminated cables, such as patch cords or cables. 
1 5 Utilizing patch cables, telecommunications equipment can be cross-connected 
between the termination locations through frame 20. 

Frame 20 includes a rack 30 which supports a plurality of termination 
modules 32. In the preferred embodiment, left and right arrays 34, 36 of termination 
modules 32 are provided. Each array 34, 36 in the illustrated embodiment includes 
20 three individual termination modules 32a (left side), 32b (right side). 

Rack 30 also supports an inner bay management panel 40 positioned 
between arrays 34, 36 of termination modules 32 for organizing and storing excess 
lengths of patch cables. Preferably, inner bay management panel 40 includes a 
vertical array of individual modules or sections 40a. By providing individual 
25 termination modules 32a, 32b and individual sections 40a of inner bay managemenl 
panel 40 all of which are separately mountable to rack 30, these modules can be 
added at different times to rack 30, and replaced, if desired. Also, customized 
frames 20 can be provided where other fiber optic management equipment may be 
utilized in one or more of the areas in rack 30 instead of the six termination modules 
30 32a, 32b and the three sections 40a of inner bay management panel 40 of the 
illustrated embodiment. 

Rack 30 further supports a splice tray assembly 44, for holdmg a 
plurality of splice trays 46. In the preferred embodiment, frame 20 includes two 
vertically stacked splice tray assemblies 44. Each splice tray 46 includes structure 
35 for holding the ends of a plurality of fiber optic cables, and for holding individual 
splices between the ends of the cables. A variety of splice trays 46 may be used. 
Example splice trays are shown in commonly assigned U.S. Application Serial 
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Number 09/158,182, filed September 21, 1998, the disclosure of which is hereby 

incorporated by reference. 

Rack 30 further supports a horizontal cable tray 50 positioned 
between termination and storage area 22 and splice area 24. Horizontal tray 50 
supports patch cables on a front of frame 20 extending between the left an right 
arrays 34, 36 of termination modules 32 and inner bay management panel 40. Tray 
50 also supports patch cables extending between frame 20 and further frames 20 or 
other telecommunications equipment in an adjacent area. 

Frame 20 preferably includes hingedly mounted upper front doors 52, 
, 54,andmn g edlymountedlowerfrontdoors56,58forprotectionofthecables 

connectors adapters and splice tray, Upper front door, 52, 54 pivot about vertical 
axes Lower front doors 56, 58 pivot about horizontal axes. The doors preferably 
include one or more latches 59 to retain them in the closed positions. 

Rack 30 further supports two vertical cable guides 60, 62, one on 

5 each side of rack 30, for use in managing and protecting patch cables adjacent to a 
front of frame 20. Cable guides 60, 62 include a plurality of spaced-apart fingers 65 
whichpermit cable access to an interiorof each of cable guides60 .2 through a 
vertical side of each guide. In the illustrated embodiment, each cable guide 6 62 
also includeshingeplates 64 for forming a portion of the hinge for upper frontdoors 

0 52, 54. Each cable guide 60, 62 is preferably made in segments, as part of the 

modular design of frame 20. 

For ease of assembly, and versatility in use, components making up 
frame 20 are preferably separate components held together by fasteners^ For 
example, in the illustrated embodiment, termination modules 32, inner bay 

62 are separate from rack 30. 

Frame 20 defines various access openings to permtt cables to enter 
taneZO A.bottom28offtame20,acen.eropening66allowscables.oen.er 
frame 20 from a raised floor environment. Central passage 68 allows the cab ea to 
30 pass to tbe individual splice trays 46. Ties 69 (FIGS. . 1 and .2) - 

Lurely tie the incoming cables to frame 20. A central open.ng 70 m cab e traySO 
links spUce area 24 « termination and storage area 22. Adjacent to top 26 of frame 

74 76, one in each top termination module 32. For pre-.ermma.ed cab es, tire cables 
35 can be passed directly .hrough .op openings 74, 76 for termination in dr. —on 
" module^. For cables which are spliced to.erauna.ed cables, rear opening 72 

opens in.o a rear vertical passage 78 which ex.ends down to splice area 24, and ties 

69, for splicing to die termination cables at splice trays 46. 
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Referring to FIGS. 1, 2 and 13, each section 40a of inner bay 
management panel 40 includes a center section 80, two forwardly extending opposed 
sides 82, 84, and one or more vertically spaced central spools 86 forwardly 
extending from center section 80. Spools 86 provide for storage of excess cable 
5 lengths for patch cables, such as the patch cables extending between left and right 
arrays 34, 36 of termination modules 32. Preferably, each section 40a includes two 
spools 86, such that when only one section is provided, cable storage capability .. 

provided. ^ ^ ^ ! , 2 , and 12, each splice tray assembly 44 

10 i^^bo^^^^^^ 91 ^^^^ 
walls 92, and plurality of spool cradles or supports 94, for supporting each of splice 
trays 46 having a round outer perimeter. Divider walls 92 extend verticaUy in the 
illustrated embodiment. Main horizontal support 90 has an open middle 90a for 
cable passage. A cable guide finger 96, and a cable tie 98 are provided to securely 

15 retainthecablestoframe20. Such permits removal of splice trays 46 from sphce 
tray assembly 44, and the unwinding of the ends of the cable from sphce tray 46 
without excessive stresses or movements of the cables. In the illustrated 
embodiment, divider walls 92 extend vertically. In other embodiment^ the divider 
walls can be angled with respect to the vertical, or even horizontal. While each 

20 splice tray assembly 44 is shown as part of frame 20, the splice trays could be stored 
separate from frame 20, if desired. 

Referring now to FIGS. 1-3, and 11, horizontal cable tray 50 includes 
amainhorizontalportion99includingcentralopening70,twoo PP osedand 

upwardly extending curved cable guides 101 on each side of central opening 70, and 
25 acentercoverl02overcenfralopening70.Curvedguidesl01protectcables 

extendingfromsplicearea24toterminationand S tora g earea22. Center cover 10 
prevents stored patch cables from hanging down from inner bay management panel 
40 into splice area 24. Cut outs 104 on each end of horizontal tray 50 can be filled 
in with horizontal supports for supporting cables extending horizontally, or 
30 downwardly curved supports, if cables are directed downwardly from frame 20. 
Horizontal cable tray 50 also includes a front wall 105, and a rear wall 106 
extending from main horizontal portion 99. 

Referring now to FIGS. 4-10, each termination module 32 includes a 
topll0,abottomll2,opposedsidesll4,116,andarearll8. The illustrated 
35 module 32 is from right array 36. Preferably, each of termination modules 32a, ^32b 
reidentical,butpositionedinaflippedorientation. Therefore, top ,1 0 and bottom 
112 would be in the reversed orientation for the left array 34 of modules 32. 



10 



WO 02/103429 



PCTAJS01/43260 



Each termination module 32 defines an open front 120 preferably 
closed off by a first smaller door 122 and a second larger door 124, both of which 
are hingedly mounted to a remainder of termination module 32 about vertical axes. 
First door 122 defines a cable access door, especially useful for allowing cables to 
5 enter the termination module 32 and for positioning cables passing between 

locations on frame 20, such as cable extending between splice area 24, and an upper 
termination module 32 positioned above the particular termination module 32. 
Cable access door 122 is rotatably mounted to side 1 14 by a hinge 126. 

Second door 124 defines a main panel 124 and is rotatably mounted 
10 to side 1 16 by a second hinge 128. Main panel 124 includes a plurality of rows 130 
of openings 132 each sized for holding an adapter 134. Adapters 134 each include at 
least two aligned openings, one on a front side 134a, and the other on a rear side 
134b for holding two connectors 142 to optically connect the connectors and the 
cables connected to the connectors. Various adapters 134 can be utilized including 
15 an adapter of the type shown in U.S. Patent No. 5, 317,663, constructed so as to have 
the commonly known SC configuration for receiving an SC connector on each end. 
Other adapters/connectors styles can be utilized including ST, FC, E-2000, and other 
styles. Preferably, main panel 124 includes six upper rows 130 of eight openings 
each, and six lower rows 130 of eight openings each. If desired, less than eight of 
20 the openings can be utilized for a given application. In the illustrated embodiment, 
adapters 134 snap mount to main panel 124 with a clip 135. Designation strips (not 
shown) can be provided to label each of openings 132. 

Rear connectors 142b are connected to the cables entering frame 20 
from the telecommunications equipment. A rear 140 of main panel 124 is primarily 
25 utilized as a semi-permanent connection between the connectors 142b and adapters 
134. A front 138 of main panel 124 defines a plurality of accessible termination 
locations which can be connected between each other with patch cables and 
connectors 142a, so as to cross-connect the telecommunications equipment. 

Main panel 124 includes an angled side panel 143. Side panel 143 
30 includes a vertical array of clips 144 adjacent each row 130 of openings 132. Clips 
144 rotate with main panel 124 and side panel 143. Each clip 144 holds the cables 
from each connector 142 disposed in each row. From clips 144, the cables extend 
through a side access of each cable guide 60, 62. Clips 144 help retain and protect 
the cables as main panel 124 is rotated. Without clips 144, rotation of main panel 
35 124 may excessively pull or push on the portions of the cables positioned within 

cable guides 60, 62. 

Main panel 124 further includes upper and lower hinge plates 146, 
148. A top plate 150 and a bottom plate 1 52 define top 1 10 and bottom 1 12 of 
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termination module 32 and each includes a hinge plate portion 154, 156 which 
cooperate with hinge plates 146, 148 to rotatably mount main panel 124 to top and 
bottom plates 150, 152. Each ofhinge plate portions 154, 156 includeastop 158, 
160 to limit rotation of main panel 1 24. 

5 Main panel 124 is disposed at an angle to a vertical plane extending 

parallel to a front and a rear of frame 20. Such angling permits increased density 
over adapters 1 34 arranged with the longitudinal axes transverse to the front and rear 
planes Also, cable management is facilitated by the angling of the cables toward 
cable guides 60, 62. For right array 36 of modules 32, main panels 124 are angled 

10 toward the right side of rack 30. For left array 34 ofmodules 32, main panels 124 

are angled toward the left side of rack 30. 

To maintain main panel 124 in the closed position, such as shown m 
FIGS 1-5, two latches 162 are provided. Each latch 162 engages a tab 164 
extending from top and bottom plates 150, 152. Cable access door 122 ts also 
15 maintained in the closed position shown in FIGS. 4 and 5 by a second latch 166 

" which engages an edge 168 of mainpanel 124. Cable access door 122 also overlaps 
edge 168 Both top and bottom plates 150, 152 include cable passages 170, to 
permit vertical passing of cables into, and through termination module 32, ,f desired. 

Referring now to FIGS. 6-10, internal cable management features are 
20 provided within termination module 32. A cable clamp 182 securely holds a cable 
entering termination module 32. Alowertab 181a helps maintain the cable in 
passage 170. Tab 181a also maintains other cables passing through module 32 in 
passage 170. An intermediate tab 181c and an upper tab 181b are also provided to 
position desired cables in passage 170. From clamp 182, the individual fibers are 
25 routed through a cable transitional area 171 including various cable guides 1 86 
including tabs, spools, clips, or rings. A tie bracket 190 can be utilized with or 
instead of clamp 182 (see FIGS. 9 and 10) to tie down cable entering termination 
module 32. On rear 140 of main panel 124, a rear tray 192 is positioned in a central 
location on main panel 124 projecting horizontally and rearwardly. Rear tray 192 
30 includes a plurality of horizontal cable rings 194. A curved edge 196 helps prevent 
rear tray 192 from catching on cables positioned within an interior of termination 
module 132, either in vertical cable passage 170, or in cable transitional area 171 . 

As shown in FIG. 8, an example cable 184 containing multiple fibers 
enters termination module 32 through bottom plate 1 52 in passage 1 70. Clamp 1 82 
35 holds cable 184. A first fiber 184a extends around upper spool or gu.des 186a, past 
intermediate guides 186b, and around lower spool or guides 186c, around lower 
comer guide 186d to lower ring 188b, through horizontal ring 194 to one of the 
upper locations on main panel 124. Second example fiber 184b extends around 
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upper guides 186a, past intermediate guides 186b, around lower guides 186c, back 
upward past intermediate guides 186b, around upper guides 186a, around upper 
corner guide 186e and through upper ring 188, From upper ring 188a, second fiber 
184b passes through horizontal ring 194 to a lower location on main panel 124. All 
5 of adapters 134 on main panel 124 can be connected to individual fibers entenng 
termination module 32. For additional termination modules mounted to frame 20, 
mounted above termination module 32, the cables will pass through the lower 
termination modules to reach the upper termination modules in passage 1 70 In use, 
left array 34 of frame 20 may be utilized to terminate cables entering the building. 
10 Right array 36 may be utilized to terminate cables connected to various 

telecommunications equipment within the building. The fronts of each termination 
module 32 are utilized to run patch cables from the left side to the nght s.de to cross- 
connect the various rear termination locations. The patch cables pass beneath inner 
bay management panel 40. From each front connector location, the patch cables 
15 enter one of cable guide 60, 62 for vertical management of the patch cables^ From a 
lower end of cable guides 60, 62 the cables pass horizontally to the other side of 
frame 20, the inner bay management panel 40, or to another frame or other 
equipment. Excess lengths ofcable in the patch cables can be wound around 
appropriate spools 86 to conveniently store the excess lengths, and to avoid tangling 
20 the patch cables together. Alternatively, the patch cables may run from either the 
left or the right array 34, 36 to an adjacent frame, or to other equipment 

Referring now to FIGS. 14-24, a second preferred embodunent of a 
frame 220 is shown for splicing, terminating, and managing fiber optic cables within 
the frame. An upper portion 222 of frame 220 defines a termination area. A lower 
25 P ortion224offrame220definesaspliceare, Cables containing one or more 
individual optical fibers enter frame 220 typically from an overhead cable 
envircnmenttb^u^ 

bottom 228 of frame 220. If the cables are pre-terminated, the cables extend direeUy 
to termination area 222. If the cables entering frame 220 are not pre-termmated, the 
30 cablesextendtosplicearea224forsphcingtoterminatedcable, 

224 thecablesextendtoterminationarea222. In termination area 222, a plurality 
of accessible termination locations are provided for the terminated cables and for 
connecting other cables to the terminated cables, such as patch cords or cables. 
Telecommunications equipment can be cross-connected between the temunat.on 
35 locations through frame 220. 

Frame 220 includes a rack 230 which supports a plurality of 
termination modules 232. In the illustrated embodiment, left and right arrays 234 
236 of termination modules 232 are provided. Each array 234, 236 in the illustrated 
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embodiment includes three individual termination modules 232a (left side), 232b 
(right side). 

Rack 230 also supports a cable management panel 240 positioned 
vertically along one or both arrays 234, 236 of termination modules 232 for 
5 organizing and storing excess lengths of patch cables. In the illustrated embodiment, 
two cable management panels 240 are provided. Panels 240 are joined to ends 231 
of rack 230. Additional racks 230 can be mounted to panels 240 as desired, with 
panels 240 serving as spacers between adjacent racks 230. 

Each panel 240 includes two sections 240a. As noted above with 
10 respect to frame 20, by providing individual termination modules 232a, 232b and 
individual sections 240a of cable management panel 240 all of which are separately 
mountable to rack 230, these modules can be added at different times to rack 230, 
and replaced, if desired. Also, customized frames 220 can be provided where other 
fiber optic management equipment can be utilized in one or more of the areas m rack 
15 230 instead of the six termination modules 232a, 232b and the two sections 240a of 
each cable management panel 240 of the illustrated embodiment. 

Rack 230 further supports a splice tray assembly 244, for holding a 
plurality of splice trays 46. Frame 220 includes two vertical stacks 246, 248 of 
splice tray holders. Splice tray 46 as noted above for frame 20 is usable for frame 
20 220. Alternatively, other splice trays may be used. 

Rack 230 further supports a horizontal cable tray 250 positioned 
below splice area 224. Horizontal cable tray 250 supports patch cables on a front of 
frame 220 extending between the left and right arrays 234, 236 of termination 
modules 232. Tray 250 also supports patch cables extending between frame 220 and 
25 further frames 220 or other telecommunications equipment in an adjacent area. 

Rack 230 further supports two vertical cable guides 260, 262, one on 
each side of rack 230, for use in managing and protecting patch cables adjacent to a 
front of frame 220. Cable guides 260, 262 include a plurality of spaced-apart fingers 
265 which permit cable access to an interior of each cable guide 260, 262 through a 
30 vertical side of each guide. Each of cable guides 260, 262 is preferably made in 
segments 263, as part of the modular design of frame 220. 

As above with respect to frame 20, components making up frame 220 
are preferably separate components held together by fasteners, to aid in assembly 
and versatility in use. In the illustrated embodiment, termination modules 232, cable 
35 management panels 240, splice tray assembly 244, cable tray 250, and cable guides 

260 262 are separate from rack 230. 

Frame 220 defines various access openings to permit cables to enter 
frame 220. At bottom 228 of frame 220, a center opening 266 allows cables to enter 
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&ame 220 from a raised floor «M 0— passage 268 allows the cab.es .o 
pass to the individual splice frays 46. Clamps 267 and ties 269 are provided o 
seoure .he incoming cau.es to frame 220. A centra! passageway 270 hnks spikes 
224 .o tennination area 222. Adjacent «o top 226 of frame 220, an access open mg 
5 72a ndcab,ec.amps275areprovided. For pre-renuinaredcabies rhe cnb.es »fre 
passed directly through top opening 272 for termination „ rhe n -nodtdes 
232 For cables which are spliced to terminate* cables, operung 272 open mto a 
vertical passage 278 which extends down to central passageway 270 to sphce aren 
224,J.ies269forspUeing.om=,ennina«ioncables at spl.ces tt ays46.able 

.0 rims 274 are provided to manage the passage of cables in ternunatron area 222. 

E achcnblemana g eme„,pane 1 240ineludesacen.ersecnon2 8 0,and 

one or more vertical!, spaced spools 286 forward!, extending from J-*"^ 
280 Spools 286 provide for storage of excess cable lengths for patch cables, such as 
Tpl cables extending between left and right arrays 234, 236 of —on 
15 lu.es 232. Each spool 286 preferably includes a front flange 287 ,0 a,d ,n cable 

retention on the spools 286. ^oonanHa 
Splice tray assembly 244 includes a main verucal support 290 and a 
p lura .i.y of divider walls 292 extending forwardly. The divider walls 292 are 
„Xbly arranged in two vertical stacks 246, 248. Further, the dm*, wa,ls 292 
2 „ Z «an 8 gled. Sphee tray assembly 244 is shown for use 

e»,Lgadjacent,o.op226offtan,e220. Ifeab.es enter from bottom 228^may 
be llgeous to ang.e divider wafts 292 in an opposite drrecbon, as shown n 
HO 27 for modified frame 520. To facilitate retention of sphce frays46 wtth nthe 
™v 1 compartments defined by divider wafts 292, side ftps 294 are prnv.de* on 

f rili.a.eea S eofaceess.oas.o rc dsp.ice tt ay46. Thean g hngofd.v,de^292ads 
taking the horizon*, space .axon up by sphce tray assemb!y, and allows for 
sufficient cable pathway spacing to upper pathway 278. 

Horizontal cable .ray 250 includes a main horizon*, port.on 299 a 
30 rear wall 300, and one or more front walls 302. The front and rear walls 302 299 
Z P-ec. and retain pa.eh cables passing through horizontal cable my 2 O 

Referring now to FIGS. 17-23, each rermmanon module 232 mcludes 
,„„ 3,0 a bofom 312, opposed sides 314, 316, and a rear 318. Side 314 defines a 
twe r^g^boLX three sides. Side opening 315 pemrits cable access to 
35 ' „lorofmodule232. The illustrated modme 232 is from ngh. army 236. 
" £Z each of termination modules 232a, 232b are identical but posmoned ,„ a 
Sped orientation. Therefore, top 3 .0 and boftom 3.2 would be « a reversed 
orientation for the left array 234 of modules 232. 
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Each termination module 232 defines an open front 320 preferably 
closed off by door or main panel 324 which is hingedly mounted to a main housing 
322 Main panel 324 is rotatably mounted adjacent to side 316 by a hinge 328. 
Main panel 324 includes a plurality of openings 332 (see FIGS. 14-16) each sized 

5 for holding one or more adapters 134. Openings 332 are configured as elongated 
slots To facilitate mounting of adapters 134, angled retainers 336 are provided. As 
noted above, various adapters 134 can be utilized including an SC type. Preferably, 
main panel 324 includes six upper openings 332, and six lower openings 332, each 
holding eight angled retainers 336 and adapters 134. Alternatively, individual 

10 openings can be provided for each adapter as noted above in the embodiment of 
FIGS. 1-13. 

As noted above with respect to frame 20, rear connectors 142b are 
connected to the cables entering frame 220 from the telecommunications equipment. 
A rear 340 of main panel 324 is primarily utilized as a semi-permanent connection 

15 between the connectors 142b and adapters 134. A front 338 of main panel 324 
defines a plurality of accessible termination locations which can be connected 
between each other with patch cables and connectors 1 42a so as to cross-connect the 
telecommunications equipment. Main panel 324 includes an angled side panel 343 
including a vertical array of clips 344 adjacent each row of adapters 134. Clips 344 

20 rotatewithmainpanel324andsidepanel343. Each clip 344 holds the cables from 
each connector 142a disposed in each row. From clips 344, the cables extend 
through a side access of each cable guide 260, 262. Clips 344 help retain and protect 
the cables as main panel 324 is rotated. Without clips 344, rotation of main panel 
324 may excessively pull or push on the portions of the cables positioned within 

25 cable guides 260, 262. 

Main panel 324 further includes upper and lower hinge plates 346, 
348 A top plate 350 and a bottom plate 352 define top 310 and bottom 312 of 
termination module 232 and each includes a hinge plate portion 354, 356 wh.ch 
cooperate with hinge plates 346, 348 to rotatably mount main panel 324 to top and 
30 bottom plates 350, 352. Each of hinge plate portions 354, 356 includes a stop 358, 
360 to limit rotation of main panel 324. 

Main panel 324 is disposed at an angle to a vertical plane extending 
parallel to a front and a rear of frame 220. Such angling permits increased density 
over adapters arranged with the longitudinal axes transverse to the front and rear 
35 planes Also, cable management is facilitated by the angling of the cables toward 
cable guides 260, 262. For right array 236 of modules 232, main panels 324 are 
angled toward the opposite side of rack 230. Similarly, for left array 234 of modules 
232 main panels 324 are angled toward the right side of rack 230. Use of the angled 
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retainers 362 permits angling back ofthe cables toward the respective right and left 
sides of rack 230. The angled retainers 362 hold each adapter 1 34 so its longitudinal 
axis is at a non-transverse angle to the planar portion of main panel 324. Commonly 
owned U.S. Patent No. 5,214,735 shows example retainers usable with main panel 
5 324 The disclosure of U.S. Patent No. 5,214,735 is incorporated by reference 

To maintain main panel 324 in the closed position, two latches 362 
are provided, similar to latches 162 noted above. Each latch 362 engages a tab 364 
extending from top and bottom plates 350, 352. 

Referring now to FIGS. 20-23, internal cable management features 
10 areprovidedwithinterminationmodule232. Cable clamps 382 securely hold the 
cable or cables entering termination module 232 at side opening 3 1 5 ^ 
314. Lower clamps 382a are used for cables entering termination module 232 from 
above. Upper clamps 3 82b are used for cable entering termination module 23 from 
below. Preferably, all ofthe clamps 382 are positioned at an angle. Clamps 382 are 
15 preferablypositionedonmountingflan g es383. From clamps 382, the individual 
^ fibers are routed through various cable guides 386 including tabs, spools, clips, or 
rings A tie bracket 390 can be utilized with or instead of clamps 382 to tie down 
cableentering termination module 332. On rear 340ofmain panel ^-eartray 
392 is positioned inacentral location on main pa^el 324 projecting horizontally and 
20 reamardly.Reartray392in^ 

vertical lip 395 extends rearwardly from the free edge of main panel 324 to protect 

the cables and the connectors. 

As shown in FIG. 21, example cables (fibers) enter termination 
module 232 through side opening 315. Clamp 382 holds example first and second 
25 fibers 384a, 384b. First fiber 384a extends around lower spool or guide 386a to an 
upper spool or guide 386b around an upper corner g uide386c to upper nng388b 
through horizontal ring 394 to one ofthe lower locations on main panel 324 Second 
example fiber 384b extends from lower guide 386a, to lower corner guide 386d, and 
through lower ring 388, From lower ring 388a, second fiber 384b passes through 
30 horizontal ring 394 to an upper location on main panel 324. 

Frame 220 is used in a similar manner as frame 20 where the left and 
right arrays 234, 236 may be utilized to terminate cables entering the building and 
cables connected to various telecommunications within the building. Frame 220 
may be utilized to run patch cables in order to cross-connect the various rear 
35 termination locations. r^^^^y^^^^J^^ 
front connection location, the patch cables enter one of cable guides 260 263 for 
verticalmanagementofthepatchcables. From a lower end ofcable guides 260, 
262, the cables pass horizontally to the other side of frame 220, or to another frame 
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or other equipment. Excess lengths of patch cables can be wound around 
appropriate spools 286 in one of cable management panels 240 to conveniently store 
the excess lengths, and to avoid tangling the patch cables together. Alternatively, 
the patch cables may run from either the left or the right array 234, 236 to an 
5 adjacent frame, or to other equipment. 

Referring now to FIGS. 25 and 26, a frame 420 is shown which is 
similar to frame 220 for the features of the rack 230, termination modules 232, splice 
tray assembly 244, cable management panels 240, and guides 260, 262. Frame 420 
includes adjustable cable rings 474 in termination area 222. Ring 474 includes outer 
10 arms 475 and inner moveable arms 476. The location and spacing of arms 476 can 
be selected depending on the location and amount of cable to be held by rings 474. 
A cable ring 474 is shown in greater detail in FIGS. 28 and 29. For example, 
separate space is useful for top entering cables which first extend to splice area 244, 
and for further cables extending up from splice area 244 to termination modules 232. 
15 Inner arms 476 are held by fasteners 477 to a connecting section 478 of outer arms 
475 Inner arms 476 define an inner chamber 480 for cables entering frame 420. 
The serrations 482 can be used to secure an o-ring or other tie to secure the cables in 
chamber 480. Outside of chamber 480 in area 484, other cables can be positioned, 
such as cables from the splice area 244 extending to the termination area 224. Also, 
frame 420 includes a lower opening 480 so as to allow cables to pass to a rear side of 
frame 420, for passing the cable to a second frame mounted back-to-back with frame 
420, or to connect to other telecommunications equipment. 

Frame 520 of FIG. 27, noted above, includes splice tray assembly 244 
mounted in an inverse position so that the dividers 292 angle downwardly in a 
direction toward the center of frame 520. The arrangement of FIG. 27 is useful for 
managing cables entering from bottom 528 which are terminated at splice tray 
assembly 244. To increase manufacturing efficiencies, assembly 244 is identical in 
frames 420, 520 but selectively mounted in the desired orientation. 

Referring now to FIGS. 30-37, a fourth preferred embodiment of a 
frame 620 is shown for splicing, terminating, and managing fiber optic cables within 
the frame. An upper portion 622 of frame 620 defines a termination area. A lower 
portion 624 of frame 620 defines a splice area, as for example described above for 
the embodiments shown in FIGS. 1-29. Cables containing one or more individual 
optical fibers enter frame 620 typically from an overhead cable environment through 
a top 626 of frame 620, or from a raised floor environment at a bottom 628 of frame 
620. If the cables are pre-terminated, the cables extend directly to termination area 
622. If the cables entering frame 620 are not pre-terminated, the cables extend to 
splice area 624 for splicing to terminated cables. 
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Frame 620 includes a rack 630 which supports a plurality of 
termination modules 632. In the illustrated embodiment, left and right arrays of 
termination modules 632 are provided. In FIGS. 30-32, only the right array 636 is 
shown. Each array in the illustrated embodiment includes three individual 
termination modules 632b (only 2 are shown). 

Frame 620 is used to cross-connect telecommunications equipment 
through the termination locations provided by the frame. Frame 620 also includes a 
cable management panel (not shown), as described above, and a horizontal cable tray 

650 positioned below splice area 624. 

Rack 630 further supports two vertical cable guides 660, 662, one on 
each side of rack 630, for use in managing and protecting patch cables adjacent to a 
front of frame 620. Cable guides 660, 662 include aplurality of fingers 664, 
including one angled finger 665. Each of cable guides 660, 662 is preferably ^made 
in segments 663, as part of the modular design of frame 620. Each segment 663 
includes a base section 670, a side section 672, and a hinge 674 for hmgedly 
mounting front doors (not shown) to rack 630. Fingers 664, 665 all extend from side 

section 672. . 

As above with respect to frames 20, 220, components making up 

frame 620 are preferably separate components held together by fasteners, to aid in 
assembly, and versatility in use. In the illustrated embodiment, terminate modules 
632, and cable guides 660, 662 are separate from rack 630. 

Referring now to FIGS. 33-36, each terminate module 632 includes 
a to P 710,abottom712,opposedsides714,7l6,andarear718. Side 714 defines a 
side opening 715 bounded on three side, Side opening 715 permits cable access to 
an interior of module 632. The illustrated module in FIGS. 33-37 is from ngh array 
636 As opposed to the termination modules 232a, 232b noted above, terminate 
module 632 from right array 636 is not identical to the termination modules for use 
in the left array, as will be seen from the following discussion. 

Each termination module 632 defines an open front 720 preferably 
closed off by door or main panel 724 which is hingedly mounted to main housing 
722, inasimilar manner as module 232noted above. Main panel 724 is constructed 
inasimilarmanner as main panel 324 noted above with respect to the mounting of 
adapters 134. The main panels 724 are shown fully loaded with adapters 134. 

Instead of clips 344 as noted above for main panel 324, mam panel 
35 724 includes a plurality of guides or extensions 744, one adjacent to each row of 
a a P tersl34. Guides 744 extend from side panel 743. Guides 744 rotate w.th n,, 
panel 724 and side panel 743. Each guide 744 holds the cables from each connects 
142a disposed in each row. From guides 744, the cables extend through a s>de 
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access of the closest vertical cable guide 660, 662. Guides 744 help retain and 
protect the cables as main panel 724 is rotated. Without guides 744, rotation of main 
panel 724 may excessively pull or push on the portions of the cables positioned 

within vertical cable guides 660, 662. 
5 Guides 744 are preferably formed as extensions of planar side panel 

743 Sheet metal is a convenient material for making main panel 724 and side panel 
743 as well as guides 744. Each guide 744 includes a main extension 746, with an 
angled tab 748, angled toward the respective vertical cable guide 660 662. 
Extending vertically on opposite sides of tab 748 are first and second f jrs 750, 
10 752 A slot 754 is formed between one finger 750, 752 of one guide 744 and an 
opposite finger 752, 750 of an adjacent guide 744 above or below the respective 
lide Slot 754 is sized for receipt of cables, such as during installation or removal 
of the cables. Preferably, slot 754 is at an angle to the horizontal, to help limit each 
cable from falling out of guides 744 during movement of other cables, or movement 
15 of main panel 724. An edge protector 756 is snapped over main extension 746 to 
protect the cables from possible damage from the sharper edges of main extension 
746 such as occurs if sheet metal is used. 

Like main panel 324 noted above, main panel 724 is hingedly 
mounted top 710 and bottom 712 oftermination module 632. Further, main panel 

20 mb^*^**^^"^^*^^"" 
of frame 620. Further, main panel 724 includes the use of angled retainers 362 as 
noted above. To maintain main panel 724 in the closed position, two vertically 
operated latches 762 are provided, similar to the latches noted above which operate 
horizontally. 

25 Referring now to FIGS. 34 and 35, internal cable management 

" featuresareprovidedwithinterminationmodule632. Cable clamps 782 securely 
hold the cable or cables entering termination module 632 at side opening 7 15 
through side 714. Lower clamps 782a are used for cables entering termination 
module 632 from below. Upper clamps 782b are used for cables entering 
30 terminationmodule632fromabove. Preferably, all of clamps ^782 are ^positionedat 
an angle Clamps 782 are preferably positioned on mounting flanges 783. From 
clamp 782, the individual fibers are routed through various cable guides 786 

including tabs, spools, clips, or rings. A tie bracket can be utilized with or ins ead of 
th eclampstotiedowncableenteringterminationmodule632. On rear 40 of main 
35 panel 724, a rear tray 792 is positioned along a lower edge of main panel 724 
projecting horizontally and rearwardly. Rear tray 792 includes one or more 
horizontal cable rings 794. A vertical lip 795 extends reamardly from the free edge 
of main panel 724 to protect the cables and the connectors. 
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As shown in FIG. 35, example cables (fibers) enter termination 
module 632 through side opening 715. Clamp 782 holds example first and second 
fibers 784a, 784b. Both fibers extend around lower spool or guide 786a to an upper 
spool or guide 786b through an upper ring 786c, and through horizontal nng 794 to 
one of the connection locations on main panel 724. 

Referring now to FIG. 37, a rear cover 800 is supplied for protectmg 
the cables adjacent to the connection locations on a rear side of main panel 724-In 
FIG. 37, a termination module 632' from the left array of frame 620 is shown. The 
module 632' of FIG. 37 is a mirror image of the module 632 of FIG. 34. Cover 800 
"Its to rear tray 792 w/with a tab 802 over lip 796oftray 792. Aleaf spnng 804 
fits into notch 798. Two top tabs 806, 808 engage a top of panel 724 to further 

secure cover 800. - 

Referring now to FIGS. 38-58, a fifth preferred embodiment of a 
fran.e 920 is shown for managing fiber optic eables within the frame^ Frame 920 
can be used with splice tray assemblies 44, 224, and termination modnles 32 232, 
632 with hinged doors as noted above. Frame 920 includes .erm.natton modules 

0 H provide tire termination function as for modules 32, 232, 632, and fitrtirer 
nchtde couplers useti for monitoring and/or testing fiber optic signal .—on. 
Tme lllulted example, an upper portion 922 of fiame 920 defines . tenrunation 
area A lower portion 924 of frame 920 defines a secondary area, such as to 
Xint as described above for the embodiments ofFlGS. f-37. Ahemauvely tire 
Lndary area can include additional temtination areas by popu.a,,„g frame 920 
^,W te «e nra n»tions a sinn l ^ I Krfon92 2 .StiUfi^er, 1 ower P or«.on924 

can provide cable storage locations, such as including spools 

Cables containing one or more individual optical fibers enter frame 
920 typically from an overhead cable environment through a top 926 of frame 920, 
oZaraLd floor environment a, a bottom 928 of frame920. If tire cables are 
pre—en, the cables extend directiy to temtination area 922 and ,n«o central 
cable passageway 970. If the cables entering frame 920 are not pre-terminatcd, the 
, "end Jower portion 924 for sp.icing ,0 tenninated cab.es and then though 
passage 979 to temtination area 922. Cables in central passageway 970 enter he 
Cation modules 940 through side access openings as wi„ be descrtbed below. 

Frame 920 includes a rack 930 which supports a plurality ot 
nation modules 940 along right aide 934. A.ong left side 932 
35 termination modules 632, as described above for the embod.men of FIGS_ 30-37. 
' desired, one or more termination modules 940 can also populate left aide 932. 

Frame 920 is used to cross-connect telecommunications equipment 
teough the termination locations provided by the frame. Frame 920 is *. used to 
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monitor, test or provide other functions with respect to the signals passing through 
termination modules 940, such as splitting, combining, etc. Frame 920 may also 
include a cable management panel (not shown) as described above along the right or 
left sides, and a horizontal cable tray 950 at or below lower portion 924. 

Rack 930 further supports two vertical cable guides 960, 962 similar 
to guides 660, 662 noted above, for use in managing and protecting patch cables 

adjacent to a front of frame 920. 

As above with respect to frames 20, 220, 420, 620, components 
making up frame 920 are preferably separate components held together by fasteners, 
to aid in assembly, and versatility in use. In the illustrated embodiment, termmahon 
modules 632, 940 and cable guides 960, 962 are separate from rack 930. Modules 
632, 940 mount to rear panel 942 of rack 930. 

Referring now to FIGS. 41-49, each termination module 940 includes 
a top 1010, a bottom 1012, opposed sides 1014, 1016, and a rear 1018. Side 1014 
definesasideopeninglOlSboundedonfoursides. Side opening 1015 permits 

passageway 970. The illustrated module in FIGS. 41-49 is from the right array 93 6. 
Termination module 940 can be flipped so as to create a left array, somewhat similar 
to termination modules 232a, 232b noted above. Alternatively, right and left 
modules can be designed for use on only one side, as for modules 6 2_ 

Each termination module 940 defines an open front 1020 through a 
m ain panel section 1024 which receives individual connector modules or umts 1 200. 
such as further illustrated inFIGS. 50-58. Withrespect to termination 
noted above, main panel 724 defined the various terminate location, W t respect 
to termination module 940, the front faces 1202 of each connector module 1 200 
cooperate with each other in termination module 940 to create the array of 
termination locations of a main panel 1025 of termination module 940 Each 

openings 1203 associated with each connector module 1200. The termination 
, modules 940 of FIGS. 38 and 39 are shown without the adapters 134 in openings 

"03 ^^«<^~»v^^ m ~**"?T? 

each module 1200, or more openings, such as one per adapter, or three (2 adapters 
134 per opening) in the illustrated embodiment. 

The main or front panel section 1025 of termination module 940 
5 defines open front 1020. On one side 1026 a vertical array of guides 1044 are 
provided for protecting and retaining the cables, one guide adjacent to each row of 
adapters 134. Side 1026 extends generally parallel to side 1016 of termination 
module 940. In the illustrated embodiment, one guide 1044 is provided per 
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connector module 1200. Each guide 1044 holds the cables from each front 
connector 142a disposed in each row. From guides 1044, the cables extend through 
a side access of the closest vertical cable guide 660, 662. 

In the illustrated preferred embodiment, connector module 1200 is 

5 slid into position in termination module 940 and held in a desired vertical position iin 
module 940. An opposite side 1028 of ^p-^l^^aW 
of guides or notches 1030 for slideably receiving a guide or side flange 1228 of 
connector module 1200. Side 1028 further includes openings 1032 for receiving a 
fastener or latch 1224 of connector module 1200. Opposite side 1026 includes 

10 notches 1034 for receiving a similar fastener 1226 on an opposite side of connector 

module 1200. ^ ^ connector module holders disp osed 

in the interior. In the illustrated embodiment, interior horizontal shelves 1050 
handhold theindividualconnectormodules 1200. Shelves 1050 are partia 
15 ll shelves, not filling the ent.re in S1 de of termination module 9 0 This allows 
front access through open front 1020 for mounting termination module 940 to frame 

1018 Alignment holes 1054 assist an installer by receiving pegs associated with 
rear panel 942 of rack 930, prior to the insertion of fasteners through fastener holes 

20 1052 ' Side 1016 and rear 1018 each include a column of horizontal slots 

tabs 1074 1076 for receiving a fastener for mounting to fastener holes 1078, 1080 in 
rear lOls'and side 1016 to fasten each shelf 1050 in place in termination module 
9S 940 

Temrination module 940 further includes one or more cable supports 
. ,056 at side opening 1015. Cable supports 1056 protect cables from sharp bends of 
1 contacting any nearby sharp edges. Cable supports 1056 Include a 
section 1058 extending from side 1057. a bend section 1060, and an edge 
30 1062. Top and bottom supports 1056a, b are turned 90" re.ative to a honaon al 
" ' ,„ngi««dinal axis and help protect entering cables from damage *y edge 10R 

Referring now to FIGS. 50-58, connector module 1200 mcludes a 
housing .201 including iron. 1202, and arear 1204. Front 1202 and rear 1204 are 
generally planar. Major sides 1206, 1208 are paraHel to one anolher and spaced- 

35 Ut * **» - tateri »' «*-"• W " h SPaCed " aPart "" n ° r T rll «o 
1212 to house fiber optic circuitry. Minor sides 1210, 1212 are generally parallel to 

each other. Housing 1201 further defines a rear notch 1216 extending from mtnor 

side 1210 .o rear 1204. For mounting connector module 1200 to termtnatton module 
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940, end flanges 1220, 1222 are provided, for supporting fasteners, locks or latches 
1224, 1226. Flange 1222 is angled relative to the plane defined by front 1202. 

Front 1202 of connector module includes a plurality of adapters 134 
for receiving connectors 142a of patch cables. Angled retainers 362 hold each 
adapter 134 so its longitudinal axis is at a non-transverse angle to the plane defined 
by front 1202. In rear notch 1216, side segment 1230 of housing 1201 provides a 
mounting surface for rear adapters 134a. Each rear adapter 134a receives a rear 
connector 142b for the cables from passageway 970. Rear retainers 1240 hold each 
rear adapter 134a to housing 1201. Rear snap in retainers 1240 allow convenient 
assembly, and removal if necessary. Adapters 134, 134a can be SC type (as shown), 
FCtype ST type or other. Side flange 1228 extends from major side 1206. If 
connector module 1200 is used on left side 932 of frame 920 for a termination 
module 940 on the left side, connector module 1200 is flipped over to have its front 
angle toward the right side 934 of frame 920. An angled side segment 1231 

15 connects side 1210 to side segment 1230. 

Disposed within housing 1201 of connector module 1200 is one or 
more couplers 1242, such as splitters, combiners, wave division multiplexers, etc. 
for connecting between rear adapters 134 and front adapters 134. In the example of 
FIGS 57 and 58, 1x2 splitters are provided for couplers 1242. Rear internal 
connectors 1244 and fibers 1246 connect to couplers 1242. From couplers 1242, 
further fibers 1248 connect to further internal front connectors 1250 at front adapters 
134 Connectors 1244, 1250 are similar connectors to connectors 142a, b. A 
coupler holder 1260 may be provided, as desired to secure couplers 1242 in place. 
Fiber management guides 1262, 1264 may be provided as appropriate to secure 
fibers 1246 1248 in position. In the example shown, fibers 1246 follow an S-path, 
followed by a loop-path before connecting to couplers 1242, and fibers 1248 follow 

a loop-path. , 

By providing rear notch 1216, connectors 142b extending from rear 

adapters 134a along an exterior of housing 1201 are protected and do not protrude 

30 into central passageway 970 of frame 920. Further, the notch 1216 also allows for a 

greater front panel surface area, as well as a greater volume within the housing 1201 

for routing of fibers from the rear adapters 134a to the couplers 1242, and then to the 

front adapters 134. 

Referring now to FIGS. 59-61, a sixth preferred embodiment of a 
35 frame 1320 is shown with three termination modules 632 on left side, one 

termination module 940, a column of splice trays 244 with divider walls 292, and a 
column of cable management spools 86 and spaced-apart sides 82, 84. Further cable 
guides 1234 and walls 1236 of splice trays 244 are added to assist with cable 
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management in vertical cable guides 960, 962. FIGS. 59-61 further illustrate the 
variety and versatility of the various frames of the present invention. 

Referring now to FIGS. 62-65, a modified preferred embodiment of a 
frame 1420 is shown. Termination module 1440 includes room for less connector 
5 modules 1200 (10 instead of 12) over termination module 940. Only upper and 
lower guides 1056a, b are provided, allowing greater access to rear adapters 134a 
and rear connectors 142b. Also, module 1440 cannot be flipped to the left side of 
frame 1420. A mirror image of module 1440 with appropriately configured notches 
1030 to receive flipped connector modules 1200 would have to be constructed, so as 
10 to fit on the left side of frame 1420. 

Referring now to FIGS. 66-76, modified preferred embodiments for a 
terminationmodule 1540 and connector modules 1600, 1700 are shown. Instead of 
planar shelves 1050 as in termination modules 940, 1440, a vertical array of 
longitudinal guides or rails 1560 is provided. Rails 1560 provide additional intenor 
15 room within termination module 1540 over shelves 1050. Connector module 1660 
is similar in many respects to connector module 1200. Side flange 1228 is received 
in one of notches 1030 in termination module 1540. A second side flange 1620 from 
major side 1618 is provided to slideably cooperate with one of rails 1560, to mount 
and hold connector module 1600 in termination module 1 540. 
, 0 By using longitudinal rails 1560, instead of the larger planar shelves 

1050 connector modules of different heights can be conveniently used, if desired. 
For example, a modified connector module 1700 of FIGS. 73-76 can be utilized in 
termination module 1540 wherein two rows of openings 1703 are provided on front 
face 1702. Side flange 1720 is received in one of rails 1560 (1560a in FIG. 66). 
25 With the connector module 1700 having a double height, or triple, quadruple, etc., 
not all of rails 1560 are utilized. However, because of the low profile provided by 
rails 1560, the multi-heighted connector modules 1700 are easily utilized in 

termination module 1540. 

Referring now to FIGS. 77-83, a further preferred embodiment of a 
30 frame 1820 is shown. Frame 1820 has particular application as an outside plant 
enclosure for use in cross-connecting outside plant cables. Frame 1820 includes an 
enclosure 1822 which fits over and protects the outside plant cables extending 
upwardly from the ground into enclosure 1822. Moveable panels or doors 1824, 
1826 allow access to an interior of enclosure 1822. 
35 Frame 1820 includes a rack 1 830 which supports vertical cable 

guides 1840, splice tray holders 1850, termination modules 1832, and various cable 
management devices. Frame 1820 includes termination module 1 832 with pivoting 
front panels 1834, which hold the fiber optic terminations similar to termination 
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modules 632 described above. Other termination modules, such as modules 32 232, 
940 1440 and 1540 described above may be used. The termination modules 1832 
conclude pass-through connections, or connector modules including vanous fiber 

optic components, as desired. 

Termination modules 1832 communicate with vertical cable guides 
1840 for patch cords linking the front termination locations between the left 1836 
and right 1838 of rack 1830. Termination modules 1832 are positioned on a front 
side 1842 of rack 1830. Positioned on a rear side 1844 of rack 1830 are splice tray 
holders 1850. A plurality of angled divider walls 1852 or other walls define the 
individual splice tray holders, for holding individual splice trays 1 854, in a similar 
manner as noted above. A cable pass-through 1870 links the front and rear s.des of 

raCk 183 °' The outside plant cables ar e clamped to rack 1830 at clamps 1880. 
From clamps 1880, the cables are positioned in one of left or right outer passages 
1882 or 1884 and then enter rear central passage 1886 for splicing to cables at trays 
1854 From trays 1854 the cables pass through pass-through 1870 to termination 
modules 1832. Lower radius limiters 1888 and upper radius limiters 1890 define 
outer passages 1882, 1884. Rings 1892 in central passage 1886 define cable 
pathways and cable tie locations for the cables extending to the individual spl.ce 
20 trays, and from the splice trays to pass-through 1870. 

Rack 1830 also includes storage radius limiters 1894 which are 
utilized for storage of cable at the rear side 1844 of rack 1830. In that situation, the 
cables are wound around radius limiters 1888, 1890, 1894 through outer passages 

1882, 1884. _ _ . . 

For cables passing from the rear side 1 844 of rack 1 830 to the front 
side 1842 through pass-through 1870, the cables enter front central passage 1896 for 
entry into one of termination modules 1832. Center spools 1900 assist with cab e 
management of the cables linking splice trays 1 854 to termination modules 1 832. 
Patch cords extend from the front of termination modules 1 832 into the nearest 
vertical cable guide 1840 and down to lower cable area 1 898. Lower spools 1 06 
assist with cable management of the patch cables extending across lower area 1 898. 
Excess lengths of the patch cords can be stored on center spools 1900. To further 
assist with cable management, center spools 1900 include an end plate 1902 and a 
mid plate 1904. Plates 1902, 1904 divide each spool 1900 into first and second 
areas 1903 1905. First area 1903 is for guiding the cables, such as pigtails, from the 
rear side 1844 of the frame, before entry into one of modules 1832. Second area 
1905 is for any patch cords wound around spools 1900. Lower spools 1906 also 
include a cable retention end plate 1908. 
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Frame 1820 has particular application in the outside plant situation. 
Separate access is provided for splicing and terminating, to allow field technicians to 
access only the required components, and further to help minimize fiber movement 
Frame 2020 of FIGS. 84 and 85 includes modified center spools 2100 
5 including modified midplates 2104. Midplates 2104 are more circular in perimeter 
with projecting fingers 2106. Holes 2108 on each finger 2106 can be used to tie the 
cables in position to assist with cable management. 

The above specification, examples and data provide a complete 
description of the manufacture and use of the invention. Since many embodiments 
10 of the invention can be made without departing from the spirit and scope of the 
invention, the invention resides in the claims hereinafter appended. 
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WHAT IS CLAIMED IS : 

1 . A fiber distribution frame comprising: 

(a) a rack extending vertically from a bottom to a top, the rack 
defining a left side, a right side, a front, and a rear; 
5 (b) a left vertical cable guide with a side access, the left vertical cable 

guide positioned on the left side of the rack, and a right vertical cable guide with a 
side access, the right vertical cable guide positioned on the right side of the rack; 

(c) a cable termination area positioned on the rack including: 

(1) a first panel defining an array of termination locations on 
10 a front portion and on a rear portion of the first panel, the first panel 

positioned on the left side of the rack adjacent to the left vertical 
cable guide, each array including a plurality of rows and columns of 
the termination locations; 

(2) a second panel defining an array of termination locations 
15 on a front portion and on a rear portion of the second panel, the 

second panel positioned on the right side of the rack adjacent to the 
right vertical cable guide, each array including a plurality of rows and 
columns of the termination locations; 

(3) a central cable passageway between the first and second 

20 panels; 

(4) side cable passageways from the central cable passageway 
to access an area between the rear of the rack and the rear portions of 
the first and second panels; 

(d) a cable splice area positioned on the rack, the cable splice area 
25 defining a plurality of splice tray holders, wherein the cable termination area is 

positioned on the front of the rack, and wherein the cable splice area is positioned on 

the rear of the rack; 

(e) a cable passageway from the splice tray holders to the central 

cable passageway of the first and second panels; 
30 (f) a horizontal passageway positioned on the rack extending 

between the right vertical cable guide, and the left vertical cable guide. 

2 The frame of claim 1, further comprising an enclosure at least partially 
surrounding the rack, the enclosure including first and second hingedly mounted 

35 access panels allowing selective access to an interior of the enclosure. 

3 The frame of claim 1. wherein the first panel and the second panel are each 
positioned at a non-perpendicular angle relative to a vertical plane defined by the 
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front of the rack, the first panel angled toward the left side of the rack, the second 
panel angled toward the right side of the rack. 

4 The frame of claim 1. wherein the first panel includes a first vertical array of 
extensions positioned adjacent to the side access of the left vertical cable guide, and 
wherein the second panel includes a second vertical array of extensions positioned 
adjacent to the side access of the right vertical cable guide, an extension in each of 
the first and second vertical arrays of extensions being provided for each row of 
termination locations of the respective first and second panels. 

5. The frame of claim 1 , wherein the splice tray holder includes a plurality of 
spaced-apart angled divider walls each sized to receive a splice tray. 

6 The frame of claim 1, further comprising a cable storage device extending 
15 vertically and mounted to the rack, the cable storage device including at least two 
cable storage spools extending in the direction faced by the front of the rack, 
wherein the cable storage device can communicate with the horizontal passageway 
for passage of a cable. 

20 7 The frame of claim 1, wherein at least one of the first and second panels is 
defined by at least one termination module mounted to the rack, each terminate 

module including: 

a housing having first and second spaced-apart ends, and first and 
second spaced-apart sides extending between the ends, the housing including a rear 
25 extending between the first and second ends and the first and second sides to define 
an interior, the housing defining an open front, with the first and second ends 
extending horizontally, the first and second sides extending generally vertically; 

a main panel mounted to the open front, the main panel including an 
array of openings arranged and sized for holding adapters to define the termination 
30 locations, the adapters being sized for mounting to cable connectors. 

8. The frame of claim 7, wherein the main panel is mounted for rotational 
movement relative to the open front. 

y The frame of claim 7, wherein the main panel includes a plurality of sub- 
panels mounted so as to close the open front, each sub-panel including at least one 
opening arranged and sized for holding at least one adapter to define the termmat.on 
locations. 
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10 The frame of claim 9, wherein the housing include* a plurality of sub-panel 
holders, and wherein each of the sub-panels further inelude a plurahty o tat 
LUandarear bousing, eachrear housing ineluding a side pane, .ne.ud.ng a 
J*, of adapters, a fiber optie eoupler mounted within the rear housmg. and 
5 cables connecting the front adapters to the side adapters. 

„ Thefiameofdaim lO-w^^sub-^lseachtacludealon^dW 

^ de , and wherein the sub-pane, ho,ders inelude a verfica! array of longrtudma, rads 

for receiving the longitudinal guides. 
10 n . The fiameof claim 10, wherein the sub-pane! holders include a vertical 

of planar shelves. 

,3. The frame of claim 10, further comprising an angled retainer mounting the 
1 5 adapters to the sub-panels. 

14 . Tbeframeofclaimf.mrthcrccmprisingaplurafi.yofadap.ers.eacbadap.er 
mounted to one of the first and second panels. 

20 15 . The frame of claim 14, mrther comprising an angled retainer mounting the 
adapters to the respective first and second panels. 

16 . The frame of claim 1, further comprising a cable passageway surrounding a 
portion of the cable splice area. 
" ,7 The&ameofclaiml.whereinmecablepassagewayfromthesplicetray 

iliJ^rrmlcaMepassagewayoftbefirstand second panels is posmoned a, 

the top of the rack. 

side of.be rack, and a right vertical cable guide with a side access, locared on .be 

35 m ~ ° f ^Tlble —on area positioned on a fro, of.be racic 
including: 
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(1) a first housing defining an array of termination locations 
on a front portion and on a rear portion ofthe first housing, the first 
housing positioned on the left side ofthe rack adjacent to the left 
vertical cable guide, each aiTay ofthe front portion including a 
plurality of rows and columns ofthe termination locations; 

(2) a second housing defining an array of termination 
locations on a front portion and on a rear portion ofthe second 
housing, the second housing positioned on the right side ofthe rack 
adjacent to the right vertical cable guide, each array ofthe front 
portion including a plurality of rows and columns ofthe termination 
locations; 

(3) a central cable passageway between the first and second 
housings; 

(4) wherein the front portions of first housing and the second 
housing are each positioned at a non-perpendicular angle relative to a 
vertical plane defined by the front ofthe rack, the front portion ofthe 
first housing angled toward the left side ofthe rack, the front portion 
ofthe second housing angled toward the right side ofthe rack; 

(d) a cable splice area positioned on the rear ofthe rack for holding 



20 splices. 



19 The frame of claim 18, further comprising: 

(a) a cable storage device positioned on the rack, the cable storage 
device including at least two cable storage spools extending in the direction faced by 

25 the front ofthe rack; 

(b) a horizontal passageway positioned on the rack extending 
between the right vertical cable guide, and the left vertical cable guide, the cable 
storage device in communication with at least one ofthe left and right vertical cable 

guides; . . 

30 ( C ) the cable splice area defining a plurality of splice tray holders; 

(d) a cable passageway from the splice tray holders to the rear 
portions ofthe first and second housings. 

20 The frame of claim 19, further comprising an enclosure around the rack, the 
35 enclosure including first and second hingedly mounted panels, the first panel 

allowing access to the cable termination area, the second panel allowing access to 
the cable splice area. 
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21. The frame of claim 20, wherein each of the front portions of first and second 
housings are mounted for rotational movement relative to the rack. 

22 The frame of claim 18, further comprising an enclosure around the rack, the 
5 enclosure including first and second hingedly mounted panels, the first panel 

allowing access to the cable termination area, the second panel allowing access to 
the cable splice area. 

23 The frame of claim 22, wherein each of the front portions of first and second 
10 housings are mounted for rotational movement relative to the rack. 
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